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DIMENSIONS

No Of Contacts

Contact Type

Contact Terminal

Contact Pitch

Durability

Insulator

Contacts

Contacts Finish

Temperature Voltage

Current Rating

Contact Resistance

Insulation Resistance

10,12,16,22

Bifurcated Bellows

Solder/PMT

3.96mm(0.156 inch)

500 Cycles

DAP / Bakelite

Phosphor Bronze

Gold/Tin
0 o-65 C TO +125

5 Amps

10Miliohms(Max)

5000 Megohms(Min) 

RoHS
E302677

R

Wording Voltage

Voltage Proof 1800 Volts rms

600 Volts rms

67.5533.78

45.66
22WAY

16WAY

91.31

±0.08 ±0.15

±0.08 ±0.15

21.89

25.85
12

10

WAY

WAY

of Contacts
(n)

43.79

±0.08

±0.08

51.71

±0.15

±0.15

78.5239.2671.4935.74

95.2547.63

±0.41 ±0.80

±0.41 ±0.80

102.2851.14

±0.10 ±0.20

±0.10 ±0.20

47.7323.80

27.83

±0.41

±0.41

55.65

±0.80

±0.80

54.7627.38

31.34

±0.10

±0.10

62.68

±0.20

±0.20
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63.20

71.12
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SOLDERPMT PCB HOLE Ø1.2
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