
PRIME COMPONENTS

CIRCUIT DIAGRAM

Current rating 2/4/6A, 250VAC/09A 125VAC

Function       101 (SPDT)

Type              

Cut out Size 12.9 mm X 19.2 mm

:

:

:

:

Rocker Switch PRS 2 Series

NI  (NON Illuminated)

ON-ON SPDT

DIMENSIONS

X

Y

Z

PANEL CUT OUT

1.25~2.00

Panel Thikness z X (mm) Y (mm)

0.70~1.25

2.00~3.00

12.9 19.2

12.9

12.9

 (mm)

Contacts : Silver alloy / Cu alloy

Terminal : Cu Alloy Silver / Tin plated

Movable Arm : Cu Alloy, Silver/ Tin Plated

  MATERIALS

Mechanical life:                                                       Over 30000 cycles

Ambient temperature:

Atmospheric humidity                                   Max.85%

Solder ability of terminal                               Max 350°C,3s / 270°C,5s

TECHNICAL SPECIFICATION

ORDERING SYSTEM

PRS 2 101 06

Series

Circuit Function

NI B/R 08
Printing Option

Ordering Code : PRS 2 101 06 NI B/R-08

TypeCurrent Rating
Housing Color

Note : For Details Of Ordering System Refer Catalouge
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Rocker Color

Terminal Size Push - N Pull - N

Housing : Polyamide (Nylon 66) - UL 94, V-2

Rocker  : Polyamide (Nylon 66) - UL 94, V-2

High voltage resistance                              >1500V 1 min.

  -20°C to +85°C 
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